The  moist  coast  region  with  its 
warm  climate  is  conducive  to 
growing  West  Coast  Hemlock. 
The  West  Coast  Lumber  region 
is  shown  below. 


WEST  COAST  HEMLOCK  lumber  is  an  all-purpose  material. 
It  is  fine-textured,  straight-grained,  stiff  and  is  used  for  general 
construction,  industrial  purposes,  or  for  beautiful  paneling  and 
finish  in  the  finest  homes.  It  is  particularly  noted  for  its  strength, 
freedom  from  pitch  and  its  ease  of  working. 

Pacific  Coast  region  West  Coast  Hemlock  lumber  possesses 
grown-in  characteristics  which  rank  it  among  the  foremost  com¬ 
mercial  woods.  West  Coast  Hemlock  dries  well,  either  by  air¬ 
seasoning  or  kiln-drying,  and  when  properly  seasoned  and  stored 
is  subject  to  minimum  shrinking  or  checking. 

Carpenters  like  to  work  with  West  Coast  Hemlock  because  of  its 
workability.  Architects  specify  it  because  of  its  beautiful  light  color, 
ability  to  take  and  hold  finishes  and  for  its  inherent  toughness. 
West  Coast  Hemlock  hardens  with  age. 

Lightness  of  weight,  freedom  from  pitch  and  splintering  are 
characteristics  that  extend  the  use  of  West  Coast  Hemlock  into 
many  economical  applications.  Durable  floors,  moldings,  doors, 
panelings,  sidings,  cabinetry  of  all  types  are  only  a  few  adaptations 
of  West  Coast  Hemlock  for  good  performance.  For  many  industrial 
uses,  such  as  ladders,  furniture,  machine  parts,  pattern  stock,  rail¬ 
way  and  car  material,  this  West  Coast  species  is  ideal  because  of 
its  toughness  and  light  weight. 

A  perpetual  supply  of  West  Coast  Hemlock  is  growing  on  the 
tree  farms  of  the  West  Coast  Lumber  region— West  of  the  Cascade 
mountains  through  Washington,  Oregon,  Northwestern  California. 

West  Coast  Hemlock  is  manufactured  into  the  standard  sizes 
and  grades  of  West  Coast  Lumber  and  is  available  at  local  retail 
lumber  yards. 
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HEAVY  WALL  AND  ROOF  PLANK 

...carries  the  DEX  stamp 


...is  manufactured  in 
standard  widths  and  patterns 


These  modern  West  Coast  Hem¬ 
lock  interiors  illustrate  the  use  of 
dimension  lumber  combined  with 
paneling  for  varying  atmospheres. 
UPPER  photo  demonstrates  the 
use  of  West  Coast  Hemlock  2x4s 
laminated  to  form  an  interesting 
ceiling  and  sturdy  roof  deck.  The 
paneling  is  also  hemlock,  with 
natural  finish. 

LOWER  illustration  shows  the  use 
of  West  Coast  Hemlock  Heavy 
Wall  and  Roof  Plank  for  the  ceil¬ 
ing  and  roof  deck  with  l"x6"  hem¬ 
lock  paneling  on  the  walls.  The 
finish  is  pigmented  stain. 
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The  natural  stiffness  of  West 
Coast  Hemlock  adapts  readily  for 
use  where  wide  spans  are  needed 
...such  as  floor  joists  in  homes 
and  light  construction,  loading 
platforms  for  heavy  industry  and 
other  applications  where  tough¬ 
ness  is  a  requirement. 


West  Coast  Hemlock  meets  the 
specifications  for  precise  fitting 
demanded  by  the  manufactured 
home  industry  as  shown  (right) 
in  the  assembly  of  wall  sections. 


The  stress  grades  of  West  Coast 
Hemlock  possess  dependable  stiff¬ 
ness  for  fabricating  roof  trusses 
and  for  other  applications  where 
dimensional  stability  is  important. 

West  Coast  Hemlock  framing  lum¬ 
ber  is  used  for  al!  types  of  residen¬ 
tial,  commercial,  industrial  and 
farm  building.  It  is  available  in 
the  standard  sizes  and  grades. 
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West  Coast  Hemlock  dimension  lumber  of 
these  grades  is  designed  especially  for  use  in 
engineered  construction.  Lumber  displaying 
these  grade  stamps  is  graded  primarily  for 
members  stressed  in  bending,  but  may  also 
be  used  as  tension  and  compression  mem¬ 
bers.  Appropriate  working  stresses  for  all 
these  uses  are  assigned  to  these  grades. 

These  stress  grades  of  West  Coast  Lumber 
2"  to  4"  thick  and  3"  and  wider  perform  excel¬ 
lently  when  used  for  floor  and  ceiling  joists 
and  in  the  fabrication  of  roof  trusses. 
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Inside  or  outside,  West  Coast 
Hemlock  creates  an  atmos¬ 
phere  for  good  living.  The 
home,  upper  left,  has  an  exte¬ 
rior  of  West  Coast  Hemlock 
board  and  battens ...  the  roof 
is  of  2"x  6"  heavy  flooring.  Up¬ 
per  right,  is  an  example  of  the 
brightness  of  West  Coast  Hem¬ 
lock  paneling  ...  it  finishes 
beautifully. 

A  quiet  mood  for  relaxed  con¬ 
centration  is  created  for  this 
den  with  West  Coast  Hemlock 
l"x8"  paneling. 


The  fine  grain  pattern  of  West 
Coast  Hemlock  presents  pleas¬ 
ing  backgrounds  for  furnish 
ings  of  any  period. 


Housewives  welcome  hemlock 
into  the  kitchen  for  its  tough¬ 
ness  and  ability  to  take  quality 
finishes  that  are  easily  cleaned. 
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The  gymnasium  floor,  left,  is  a  testimonial  to  the  tough¬ 
ness  of  West  Coast  Hemlock  flooring ...  it  has  required 
minimum  maintenance  since  installation  in  1950. 

The  rustic  setting  of  the  cocktail  lounge,  top,  is 
created  with  West  Coast  Hemlock. 

West  Coast  Hemlock’s  reputation  for  durability 
plus  clean  appearance  was  the  choice  for  the 
above  shopping  center  mall. 

A  drive-in  restaurant  employs  2"x6"  heavy  floor¬ 
ing  for  the  roof  deck  in  the  popular  “A”  frame 
type  construction. 

A  transparent  stain  applied  to  hemlock  paneling  gives 
color  and  interesting  grain  pattern  to  the  small  office, 
lower  left. 

This  motor  hotel  lobby  uses  West  Coast  Hemlock  on 
the  ceiling  and  walls  for  a  built-in  welcome  atmosphere. 
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There  is  a  grade  and 
size  of  West  Coast 
Hemlock  for  every 
building  purpose. 
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Paintable  and  durable  West 
Coast  Hemlock  is  used  by  an  in¬ 
creasing  number  of  architects 
and  builders  who  want  to  give 
their  clients  and  buyers  “more 
quality  for  their  money.”  Exte¬ 
riors  are  tastefully  designed  with 
a  variety  of  siding  pattern  com¬ 
binations  —  bevel  siding,  board 
and  batten  or  tongue  and  groove 
paneling— to  present  an  individ¬ 
ual  look  for  modern  homes. 

The  formal  simplicity  of  this  din¬ 
ing  room  was  easily  and  eco¬ 
nomically  created  with  paneling 
and  wainscoting  of  West  Coast 
Hemlock. 


WEST  COAST  LUMBERMEN’S  ASSOCIATION 

1410  S.  W.  Morrison  Street,  Portland  5,  Oregon 
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WHITE  FIR 

MADE  IN  U.S.A. 
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GL  5-4141 


AVAILABLE  EVERYWHERE  WEST  COAST  LUMBER  !S  SOLD  .  .  . 

Growing  in  popularity  among  architects  and  builders,  West  Coast  Hemlock  is 
another  of  the  West  Coast  Lumber  species  in  abundant  supply.  Ask  us  about  this 
rugged  and  beautiful  all-purpose  lumber. 


